
64

AN-I | AN-E |

TELVA 230V, NC: 8595188166010

TELVA 230V, NO: 8595188166027

TELVA 24V, NC:   8595188166034

TELVA 24V, NO:   8595188166041

TELVA 230V TELVA 24V

FP-1 |

FP-1

FP-1: 8595188147064

TELVA 230V, TELVA 24V |

• into plastic switchboard

• rod angle, without cable

• sensitivity 1 dB

• the internal antenna is included in the standard package

• for mounting into metal switchboard

• cable length 3 m

• sensitivity 5 dB

• the external antenna AN-E is supplied on request only

EAN code

External antenna AN-E: 8595188190121
EAN code

Internal antenna AN-I: 8595188161862

Internal antenna External antenna

Technical parameters

EAN code

• The thermo-regulation drive TELVA is used to control underfl  oor and 

radiator hot-water heating.

• It is known for its quiet operation. It has a built-in valve position indicator.

• By mounting using the VA valve adapter, the thermo-regulation drive 

TELVA is applicable for a wide range of thermostatic valves available 

on the market.

• Design:

- without voltage open (NO)

- without voltage closed (NC)

• Type of use:

Underfl oor heating - wireless controller RFTC-50/G measures the room 

temperature, and based on the set program, sends a command to the 

switching unit RFSA-66M to open / close the thermo-regulation drive 

TELVA at the distribution.rozdělovači.

230 V, 50 / 60 Hz

300 mA for max. 2 min

8 mA

cca 3 min.

1.8 W

IP54/II

4 mm

100 N ±5 %

1 m

2 x 0.75 mm2

0 .. +100 °C

white RAL 9003

55+5 x 44 x 61 mm

24 V, 50 / 60 Hz

250 mA for max. 2 min

75 mA

cca 3 min.

1.8 W

IP54/II

4 mm

100 N ±5 %

1 m

2 x 0.75 mm2

0 .. +100 °C

white RAL 9003

55+5 x 44 x 61 mm

Operating voltage:

Switching current max:

Operating current:

Closing / opening time:

Power input:

Protection:

Settings:

Stopping force:

Cable length:

Connecting wire:

Media temperature:

Color:

Dimensions h/w/d:

Working temperature:

Mounting:

Length of cable:

Dimensions:

-10 to +40 °C

glue / screws

1 m

18 x 8 x 26 mm

Flood probe

EAN code

Termodrive

Accessories

Technical parameters


